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L90 (metric)
Max Capacity 9.000 kg
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ELECTRIC POWERED WITH ZERO EMISSIONS Technical features
Front-wheels drive. ; i
8 WORKING HOURS N°2 electric motors AC 7.5 kW E:teiitgrorggzriae]“re‘tlﬁa?iggr(j|cator and
80V. Insulation class H
WIDE AND ERGONOMIC CABIN
Service brake: hydraulic with foot
FRONT WHEELS DRIVE WITH COUNTER ROTATION Total Kg. 9100 control.
T Parking and emergency brake:
COMPACTNESS AND AGILITY 2 hydraulic with automatic control.
2
REAR STEERING ;é%- 5,000 g%/\(/)r_k?sg ﬁcr;urs gig.iyeﬁdp:éting steel structure bent
O
2 Front nr. 4 superelastic 250-15" +56°/-15°
.8 £ Rear nr. 2 superelastic 23x10-12"
= S 3670x1800x2300
£
[a) Rear Motor driven pump 12 kW - 80 V
Steering angle -90°/+90° AC,
Insulation class H

Optionals:
HYDRAULIC WINCH
BENDABLE MANUAL JIB WITH
MANUAL EXTENSION
HYDRAULIC JIB
HYDRAULIC FORK
NON-MARKING TIRES
ATEX CONVERSIONS

Load charts

HOOK

EU Standards CE Dimensions

UNI ISO 4301-2: Al

2006/42 CE-2014/30 UE-
2014/35 UE- 2000/14
and subsequent modifications

EN 13000:2014 ANSI/ASME B30.5-2011
and subsequent modifications




